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General Specifications 

 
 

 
 

 

 

Regulatory Compliance/Certifications
Agency     Classification
ISO 9001:2008    Designed, manufactured and/or distributed under this quality management system 

 
 

 
 

 
 
 

 
 
 

 
 

 

PIPE AND CONDUIT CLAMPS 
• Safety Factor of 5 
• Add PA to suffix for pre-assembled pipe clamps 
• Includes CombinaƟon Recess Hex Head Machine Screw and Square Nut 
• Material: 16 Ga. (1.5), 14 Ga. (1.9), 12 Ga. (2.6) ASTM A1011 33,000 PSI 
min. yield and 11 Ga. (3.0) ASTM A1011HSLA Gr. 50 
• Standard finishes: ZN, HDG, SS4, SS6, AL 
 
Note: For EMT sizes 2: ½ and larger use rigid conduit sizes. 

Design Load 2

Design Load 1

Design Load 3

Lbs. kg Lbs. kg Lbs. kg Lbs. kg
P9010ER1.0 1" (25) 14 Ga. (1.90) 600 (2.67) 75 (0.33) 75 (0.33) 16 (7.2)
P9010ER1.25 1-1/4" (32) 14 Ga. (1.90) 600 (2.67) 75 (0.33) 75 (0.33) 20 (9.1)
P9010ER1.5 1-1/2" (40) 12 Ga. (2.60) 800 (3.56) 125 (0.56) 125 (0.56) 30 (13.6)
P9010ER2.0 2" (50) 12 Ga. (2.60) 800 (3.56) 125 (0.56) 125 (0.56) 34 (15.4)
P9010ER2.5 2-1/2" (65) 12 Ga. (2.60) 800 (3.56) 125 (0.56) 125 (0.56) 38 (17.2)
P9010ER3.0 3" (80) 12 Ga. (2.60) 800 (3.56) 125 (0.56) 125 (0.56) 44 (19.9)
P9010ER3.0EG 3" (80) 12 Ga. (2.60) 800 (3.56) 125 (0.56) 125 (0.56) 44 (19.9)
P9010ER3.5 3-1/2" (90) 11 Ga. (3.00) 1000 (4.45) 200 (0.89) 150 (0.67) 61 (27.6)
P9010KT3.5 3-1/2" (90) 11 Ga. (3.00) 1000 (4.45) 200 (0.89) 150 (0.67) 61 (27.6)
P9010ER4.0 4" (100) 11 Ga. (3.00) 1000 (4.45) 200 (0.89) 150 (0.67) 66 (29.9)
P9010KT05C 5" (125) 11 Ga. (3.00) 1000 (4.45) 200 (0.89) 150 (0.67) 77 (34.9)
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